
Radius: 12.8 - 29m

Flow: 7.1-56.3 GPM (26.9 - 213 LPM)

Recommended Operating Pressure: 50-100 PSI (3.4 - 6.9 BAR)

Arc: Full Circle; Part-circle Adjustable; Part/Full circle in One       

- 40°-330° and 360°

Inlet: 2.5cm NPT, BSP, Acme

Pop-Up Height: 8.3 cm

Specifications:
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TORO FLEX800™ SERIES

QUALITY BRANDS, EXCEPTIONAL SERVICE.

Do you need a conversion assembly to upgrade your TORO sprinkler system to the
TORO Flex800™ series? Find a part-circle or full-circle model with a high-
performance nozzle that puts water precisely where you need it! 

FLEX800™ B SERIES GOLF FAMILY (BLOCK)
FLEX800™ 35-6/55-6 

The FLEX800™ B Series golf sprinkler family brings you all the great features and

performance of the FLEX800 35-6, 34 and 35 Series sprinklers in a more economical body

package specifically designed for block systems. With its rugged golf body design, small

exposed surface diameter, flanged body for stability and check valve these sprinklers are

perfect for every golf application.



CODE PRODUCT

FLX34-x-xxxx

34 Conversion Assembly 
Full Circle
TruJectory 7-30 Degrees (24 Positions)
Dual Trajectory 15 & 25 Degree
Nozzle #31-34 - #35-37

FLX35-x-xxxx

35 Conversion Assembly 
Part Circle/Full Circle
TruJectory 7-30 Degrees (24 Positions)
Dual Trajectory 15 & 25 Degree
Nozzle #31-34 - #35-37

FLX54-x-xxxx

54 Conversion Assembly 
Full Circle
TruJectory 7-30 Degrees (24 Positions)
Dual Trajectory 15 & 25 Degree
Nozzle #51-54 - #55-58

FLX55-x-xxxx

55 Conversion Assembly 
Part Circle/Full Circle
TruJectory 7-30 Degrees (24 Positions)
Dual Trajectory 15 & 25 Degree
Nozzle #51-54 - #55-58 - #59

QUALITY BRANDS, EXCEPTIONAL SERVICE.

TORO FLEX800™ CONVERSION ASSEMBLIES

Radius: 15.8 - 30.2m

Flow: 13.0-61.8 GPM (49 - 234 LPM)

Arc: Full Circle

Specifications:

FLEX800™ R SERIES CONVERSION UPGRADES

Enables customers with existing Rain Bird® Eagle™ 900 and 1100 Series sprinklers to

upgrade to TORO’s industry leading sprinkler technology.

The benefits of upgrading include the patented TruJectory™

adjustment, full and part circle in the same sprinkler, the ability to

ratchet the riser and clutch the nozzle base, and an extra 3,81cm

(1.5”) pop-up height.


